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Test Report Declaration 
 

Applicant : CASPER Bilgisayar Sistemleri A.S 
   
Address : Fatih Sultan Mehmet Mahallesi, Balkan Cad. No:47 Casper Plaza 

Umraniye Istanbul Turkey 
   
Manufacturer : / 
   
Address : /  
   
Factory : / 
   
Address : / 

   
Specimen : Notebook computer 
   
Model/Spec. : Casper NevoPro P40 
   
Specimen quantity : 2pcs 
   
Serial/Specimen No. : 25040190C01-S001, 25040190C01-S002 
   
Manufactured date : / 
   
Specimen source : Submitted by applicant 
   
Received date : Apr.30,2025 
   
Processed date : May 09,2025 

   
Test criteria : MIL-STD-810H:2019 
   
Acceptance criteria : Same as test criteria 

                      

 

 

 

 

 

 

 

                     



 
 
 

                                                                               Report No.：25040190C01-R1 

SJDG-BGT01 
Page 3 / 15 

 

TABLE OF CONTENTS 

1 TEST SUMMARY ................................................................................... 4 

2 AMBIENT CONDITION .......................................................................... 4 

3 INITIAL CHECK ...................................................................................... 4 

4 LOW TEMPERATURE TEST (OPERATION) ........................................ 5 

4.1 Test Requirement ............................................................................. 5 

4.2 Acceptance Criteria .......................................................................... 5 

4.3 Test Result ....................................................................................... 5 

4.4 Test Conclusion ................................................................................ 5 

4.5 Photo and Profile ............................................................................. 6 

5 HIGH TEMPERATURE TEST (OPERATION) ........................................ 7 

5.1 Test Requirement ............................................................................. 7 

5.2 Acceptance Criteria .......................................................................... 7 

5.3 Test Result ....................................................................................... 7 

5.4 Test Conclusion ................................................................................ 7 

5.5 Photo and Profile ............................................................................. 8 

6 SAND AND DUST TEST ........................................................................ 9 

6.1 Test Requirement ............................................................................. 9 

6.2 Acceptance Criteria .......................................................................... 9 

6.3 Test Result ....................................................................................... 9 

6.4 Test Conclusion ................................................................................ 9 

6.5 Photo ............................................................................................. 10 

APPENDIX A EQUIPMENT USED FOR TEST .............................................. 14 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 
 

                                                                               Report No.：25040190C01-R1 

SJDG-BGT01 
Page 4 / 15 

 

1 TEST SUMMARY 

Table 1 Test overview 

Test Items 
Specimen 

status 
Serial/Specimen No. 

Test 

conclusion 
Processed date 

Low temperature 

test (operation) 

Unpackaged, 

operating 

25040190C01-S001, 

25040190C01-S002 
Pass May 07,2025 

High temperature 

test (operation) 

Unpackaged, 

operating 

25040190C01-S001, 

25040190C01-S002 
Pass 

 May 07,2025~ 

May 08,2025 

Sand and dust test* 
Unpackaged, 

operating 

25040190C01-S001, 

25040190C01-S002 
Pass May 09,2025 

Note: The test items with label * are not within the scope of CNAS authorization, The “sand and 

dust test " subcontracted to Shenzhen Ancheshenghui Test Technology Co., Ltd. The Report No.: 

ACSH202504052-E01, Lab Accreditation No.: CNAS L14228. 

 

 

 

2 AMBIENT CONDITION  

Temperature:            21℃～28℃ 

Relative Humidity:        35%～65% 

Atmospheric Pressure:    100.0kPa～102.0kPa 

 

 

 

3 INITIAL CHECK 

Before the test, the specimens exhibited no appearance damage or functional  

failure. 

 

 

(to next page) 
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4 LOW TEMPERATURE TEST (OPERATION) 

4.1  Test Requirement 

Test criteria: MIL-STD-810H:2019 method 502.7 4.5.3, procedure II 

Specimen No.: 25040190C01-S001, 25040190C01-S002 

Specimen status: Unpackaged, operating 

Test temperature: (-20±2)℃ 

Rate of temperature change: 1℃/min 

Test duration: 4h 

Recovery duration: 2h 

 

 

 

4.2  Acceptance Criteria 

1) During the test, the specimen should exhibit no functional failure. 

2) After the test, the specimen should exhibit no appearance damage or  

functional failure. 

 

 

 

4.3  Test Result 

1) During the test, the specimens exhibited no functional failure. 

2) After the test, the specimens exhibited no appearance damage or  

functional failure. 

 

 

 

4.4  Test Conclusion 

Pass 
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4.5  Photo and Profile  

  

No.4-1 Inspection before test No.4-2 Inspection before test 

  

No.4-3 Low temperature test (operation)  

specimen placement 
No.4-4 Inspection after test 

 

No.4-5 Low temperature test (operation) profile 
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5 HIGH TEMPERATURE TEST (OPERATION) 

5.1  Test Requirement 

Test criteria: MIL-STD-810H:2019 method 501.7 4.5.3, procedure II 

Specimen No.: 25040190C01-S001, 25040190C01-S002 

Specimen status: Unpackaged, operating 

Test temperature: (60±2)℃ 

Rate of temperature change: 1℃/min 

Test duration: 4h 

Recovery duration: 2h 

 

 

 

5.2  Acceptance Criteria 

1) During the test, the specimen should exhibit no functional failure. 

2) After the test, the specimen should exhibit no appearance damage or  

functional failure. 

 

 

 

5.3  Test Result 

1) During the test, the specimens exhibited no functional failure. 

2) After the test, the specimens exhibited no appearance damage or  

functional failure. 

 

 

 

5.4  Test Conclusion 

Pass 
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5.5  Photo and Profile  

  

No.5-1 High temperature test (operation)  

specimen placement 
No.5-2 Inspection after test 

 

 

No.5-3 High temperature test (operation) profile 

 

 

(to next page) 
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6 SAND AND DUST TEST 

6.1  Test Requirement 

Test criteria: MIL-STD-810H:2019 method 510.7 4.1.4.2, procedure I 

Specimen No.: 25040190C01-S001, 25040190C01-S002 

Specimen status: Unpackaged, operating 

Test method: 

1) Maintain the temperature at +25℃,add dust with a concentration of 

10g/m³ ,dust diameter less than 150μm adjust the wind speed to 8.9m/s, and 

conduct a 6-hour dust blowing test. 

2) Stop blowing dust; reduce the experimental wind speed to 1.5m/s, and raise 

the temperature to +35℃ within one hour. 

3) Adjust the wind speed to 8.9m/s, add dust with a concentration of 10g/m³, 

and continue to maintain for 6 hours. 

 

 

6.2  Acceptance Criteria 

After the test, the specimen should be switched on and off normally, and the  

sound and picture should be normal when playing audio and video. 

 

 

6.3  Test Result 

After the test, the specimens are switched on and off normally, and the sound 

and picture are normal when playing audio and video. 

 

 

6.4  Test Conclusion 

Pass 
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6.5  Photo 

  

No.6-1 Inspection before test No.6-2 Inspection before test 

  

No.6-3 sand and dust test specimen placement No.6-4 Inspection after test 

  

No.6-5 control panel No.6-6 control panel 
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No.6-7 procedure setting No.6-8 Inspection after test 

  

No.6-9 Inspection after test No.6-10 Inspection after test 

  

No.6-11 Inspection after test No.6-12 Inspection after test 
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No.6-13 Inspection after test No.6-14 Inspection after test 

  

No.6-15 Inspection after test No.6-16 Inspection after test 

  

No.6-17 Inspection after test No.6-18 Inspection after test 
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No.6-19 Inspection after test No.6-20 Inspection after test 

  

No.6-21 Inspection after test No.6-22 Inspection after test 

 

 

 

(to next page) 
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APPENDIX A EQUIPMENT USED FOR TEST 

Table 2 Test equipment used 

No. Equipment Equipment ID Type Manufacturer Due date 

1 Thermal chamber SBDG0373 KMH-1000S Ke Ming Jun.03,2025 

2 
Military standard wind 

and dust test box 
ACSH-A-098 GK-JBSC2200 DGGBTE Dec.08,2025 

-------------------------------------------------End of Report------------------------------------------------- 
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Important statement  
 

1. SMQ Group is committed to assuring the scientificness, impartiality and accuracy of all 

tests carried out, responsibility for test data gained, and keeping confidential of all test 

samples and technical documents provided. 

 

2. Any report/certificate having not been signed by relevant responsible engineer, 

reviewer or authorized approver, or having been altered without authorization, or without 

both the Dedicated Report/Certificate Seal and its across-page seal is deemed to be 

invalid. Copying or excerpting portion of, or altering the content of the report/certificate is 

not permitted without the written authorization of SMQ Group. Any copy of 

certificates/reports without the Dedicated Report/Certificate Seal is deemed to be invalid. 

 

3. The test results presented in the report apply only to the tested sample. The product 

information and the applicant information are provided by the customer and SMQ Group 

assumes no responsibility for their validity and accuracy. 

 

4. Any use of SMQ Group test result for advertisement of the tested material or product 

must be approved in writing by SMQ Group. 

 

5. The non-CMA report/certificate issued by SMQ Group is only permitted to be used for 

research, teaching or internal quality control. 

 

6. Any objection to report/certificate issued by SMQ Group should be submitted to SMQ 

Group within 15 days after the issuance of the test. The mandatory inspection assigned 

by government administrative departments shall be carried out in accordance with the 

documents and regulations of the government administrative department and relevant 

national laws and regulations if inspected parties raise any objection to the inspection. 

 

7. SMQ Group is not responsible for recalling the electronic version of the original 

report/certificate when any revision is made to them. The applicant assumes the 

responsibility of providing the revised version to any interested party who uses them. 

 

Complaint hotline：0769-23324619, Email：sjjtdg@smq.com.cn 

 

 

 


